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width depth height litres power packaging (mm) weight

� 2 group 720 600 500 11.5 15amp 800x540x650 65kg

� compact 460 600 500 6 10amp 560x540x650 50kg

� 3 group (not shown) 1010 600 500 17.5 20amp 1120x540x650 85kg

specifications � distributed by �

ruggero
ruggero control � �

Fully automatic coffee machine with 2 steam tubes,

1 hot water tap, in-built motor and pump. Option

of 4 different doses per group, also available with

higher groups to suit larger cups, mugs or latte

glasses and features removable stainless steel

grill for espresso cups.

ruggero compact control � �

Fully automatic coffee machine has 1 steam tube,

1 hot water tap. The Compact range has all the

qualities of bigger machines and is designed to

deliver maximum performance for operators with

limited space. Also available with higher groups.

features �

Stainless steel steam tubes, Volumetric dosage

on each group, Optional in-built electronic

pre-infusion on each group, Semi-automatic

override switch on each group (not on compact model),

Direct pre-infusion chamber on each group,

Automatic cleaning cycle on each group, In-built

magnetic calcium neutraliser on pump and

groups, Polished stainless steel and painted

body panels, Copper boiler with in-built

thermosyphon freshwater heat exchanger

boilers on each group, Automatic boiler refilling,

Built-in volumetric motor and pump fitted with

2 retention valves and solid particles filter.

options �

Front display light, Pod groups to suit all models,

No-burn steam tubes. 

supplied with installation kit �

Stainless steel braided hose, Waste hose

and Water filter assembly.
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